






“Because of their versatile design, we can customize and automate  
many of our systems to meet your specialized small engine honing 
requirements. Just contact your Sunnen Representative for 
a FREE needs analysis to get the design process started.”

Tooling, Abrasives and Lubricants for 
Small  Engine Applications

Our automation and other customization options 
are designed to increase the operational efficiency 
of your precision honing system while significantly 
reducing labor costs. From integrated air gaging to 
robotic materials handling, Sunnen solutions can be 
customized to satisfy the requirements of even the 
most specialized applications.

Make your Sunnen  
Small Engine Solution  
Work Even Harder.

At the beginning, middle, or end 
of the honing process, Sunnen’s 
integrated air gaging systems 
ensure precise bore size and 
straightness, part after part.

Multi-axis servo robot shown 
integrated into a Sunnen modular 
honing system.

GHSS Single-Stage Multi-Stone Tools
These tools use precision graded Sunnen metal bond 
CBN and diamond abrasives to provide fast cycle times, 
consistent geometry and surface finish accuracy.

GHTS Two-Stage Multi-Stone Tools
These two-stage tools perform both rough and finish 
honing operations within the same honing tool, without 
changing stones, to reduce overall bore sizing costs.

PH Precision Multi-Stone Honing Tools
This tool optimizes bore geometry and efficiency 
in mid- and high-volume production applications. 
Available in single-stage and two-stage configurations 
for improved process efficiency, and with integral 
air-gaging or plug sizing for in-process measuring.

TC High Precision Mandrels
Designed for two cycle engines or other interrupted 
bores. These four-segment mandrels have six to eight 
stones per segment, precisely arranged to ensure 
accurate bore geometry and no washout on the edges.

MMT Multi-Stone Mandrels
These mandrels offer faster cycle times, superior 
accuracy, longer time between stone changeovers, 
and maintain superior bore geometry.
Abrasive selection: metal bond CBN or diamond abrasives

SRT Multi-Stone Tools
These multi-stone honing tools feature metal bond 
CBN or diamond abrasives. Can be used on many bore 
finishing applications because of their dependability 
for both production and high precision tolerances.

Bore Diameter Range:
37,59 mm - 140,71 mm

(1.480 inch - 5.54 inch)

Bore Diameter Range:
62 mm - 120,14 mm

(2.44 inch - 5.44 inch)

Custom-Designed for 
your specific application

Custom-Designed for 
your specific application

Custom-Designed for 
your specific application

Bore Diameter Range:
35 mm - 102 mm

(1.38 inch - 4.02 inch)

Tooling
Sunnen offers an extensive line of tooling that 
delivers precise, accurate and consistent bore 
sizing of small engine parts. Tooling choices 
include diamond or CBN multi-stone tools and 
vitrified abrasive tools.

Sunnen-Made
Abrasives & 
Lubricants
From aluminum oxide to 
silicon carbide to diamond 
and CBN, Sunnen offers the 
industry’s largest variety of 
mounted or un-mounted 
stick abrasives, bond types, 
grain sizes and stone 
configurations. 

Before any stone is shipped, 
it is graded and qualified, 
maintaining the most 
exacting quality control 
standards in the industry 
to assure you of the most 
precise honing performance 
available.

Sunnen offers the right 
honing oil or waterbase 
coolant for virtually any 
honing application. The  
use of Sunnen’s premium 
line of lubricants will help 
produce the lowest overall 
honing cost per part.
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Our global manufacturing,  
distribution, and sales and  
service network allows us  
to deliver quality Sunnen  
solutions worldwide. 

And our state-of-the-art 
Technical Services Centers 
allow our technical experts  
to develop innovative solutions 
to customer application 
challenges. The Centers also 
provide answers for customer 
questions and training 
for Sunnen representatives 
around the world.
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