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PF Filter Cartridges
Available in two filtration grades; fine and extra fine. 
Order:
PF-105-4	 �Extra Fine Filter (oil only) (Pkg. of 4)
PF-110-4	 �Fine Filter (oil only) (Pkg. of 4)
PF-104	 �Extra Fine Filter (oil or water) (Pkg. of 1)
PF-160	 �Fine Filter (oil or water) (Pkg. of 1)

For EC/ML, CV616, CK-21, HTE, SV10,SV15, SV20, SV25, SV30, SH 
Series, KGM machines and PF-150, PF-400, PF-401, SVF15 units. 

PF-401 Filter Unit Kit for  
STH & HT Series Tube Hone Machines
Provides additional filtration for difficult applications.

Specifications
Flow Capacity:	 18,9 L/min @ .31 MPa
			  (5 gal/min @ 45 psi2)
Sludge Capacity:	 1460 cm3 /150 inch3)
Coolant Capacity:	 26,6 L (7 gal)
Filter Capacity:	 Paper, 58,6 cm2  
			  (9100 in2)
Voltages Available:	� 230v; 60Hz, (3 phase)  

380v; 50Hz, (3 phase)

For HT-Holder HTW-503 needed for Sunnen 
supplied paperbed filters.

Sunnen PF-150 Grit Guard® Filtering Unit
Helps to keep honing oils and water based coolants free of metal  
chips and other foreign materials, thus ensuring bore quality and 
surface finish.

Sunnen’s PF-150
oil filtering system:
•	 Saves you money and down
    time by increasing the time
    between coolant changes.
•	 Installs in 15 minutes or less.
•	 Automatically shuts off when
    filter element reaches 

maximum capacity.
•	 Filter element can easily be
    changed in just minutes.
•	 Filters available from stock.

Specifications
Flow Capacity:	 5,7 L/min @ 1.7 bar
	 (1.5 gal/min @ 25 lb/in2)
Sludge Capacity:	 1230 cm3 75 inch3)
Coolant Capacity:	 13,3 L (3.5 gal)
Width:	 762 mm (30")
Depth:	 381 mm (15")
Height:	 838 mm (33")
Pump Motor:	 0,37 kW (1/2HP)
Filter Capacity:	 Paper, 29,3 cm2 (4550 in2)
Voltages Available:	 �115v single phase, 230v; 60Hz,  

(single and 3 phase)  
380v; 50Hz,  460v; 60Hz.

                                     (3 phase)
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Part Number Micron Size Roll Width 
Inches

Roll Length 
Yards Core Size

Filter Paper for HTA Machines
      PFC 234   40 - 45 Micron for Oil Applications

Filter Paper for SVF15 Coolant Systems
      PFC 371   40 Micron for Oil & Water Applications

Filters
Coolant Systems/Filter Units/Filters/Filter Paper
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a legacy of excellence s ince 1924.

Sunnen reserves the right to change or revise specifications and product design in 
connection with any feature of our products contained herein. Such changes do not 
entitle the buyer to corresponding changes, improvements, additions, or replacements 
for equipment, supplies or accessories previously sold. Information contained herein 
is considered to be accurate based on available information at the time of printing. 
Should any discrepancy of information arise, Sunnen recommends that user verify the 
discrepancy with Sunnen before proceeding.
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Our global manufacturing, 
distribution, and sales and 
service network allows us to 
deliver quality Sunnen solutions 
worldwide. 

And our state-of-the-art Technical 
Services Centers allow our 
technical experts to develop 
innovative solutions to customer 
application challenges. 

The Centers also provide 
answers for customer questions 
and training for Sunnen 
representatives around the world.

France – Sunnen SAS
Phone	 +33  01 69 30 0000
Fax	 +33  01 69 30 1111
Email	 info@sunnen.fr
	 www.sunnen.fr

India – Sunnen India Pvt. Ltd.
Phone	 +91  223 913 6055
Fax	 +91 223 913 6056
Email	 sales@sunnen.in
	 www.sunnen.in 

Italy – Sunnen Italia S.r.l.
Phone	 +39  02 383 417 1
Fax	 +39  02 383 417 50
Email	 sunnen@sunnenitalia.com
	 www.sunnenitalia.com

Poland – Sunnen Polska Sp. z o.o.
Phone	 +48  22 814 34 29
Fax	 +48  22 814 34 28
Email	 sunnen@sunnen.pl
	 www.sunnen.pl

Russia – Sunnen RUS
Phone	 +7  495 258 43 43
Fax	 +7  495 258 91 75
Email	 sunnen@sunnen-russia.ru
	 www.sunnen.ru

Switzerland – Sunnen AG
Phone	 +41  71 649 33 33
Email	 sales@sunnen.eu
	 www.sunnen.eu

UK – Sunnen Products Ltd.
Phone	 +44  1442 39 39 39
Fax	 +44  1442 39 12 12
Email	 hemel@sunnen.co.uk

Sunnen Products Company
World Headquarters
St. Louis, MO – USA
Phone	 (314) 781-2100
Fax	 (314) 781-2268
Toll Free	 (800) 325-3670
Email	 sunnen@sunnen.com
                  www.sunnen.com

Austria – Sunnen Austria GmbH
Phone 	 +43 (0) 5576 74194
Fax	 +43 (0) 5576 74196
Email	 sales@sunnen.eu
	 www.sunnen.at

Belgium – Sunnen Benelux BVBA
Phone	 +32 38 80 2800
Fax	 +32 38 44 3901
Email	 info@sunnen.be
	 www.sunnen.be

Brazil – Sunnen do Brasil LTDA.
Phone	 +55  11 4368-4900
Email	 sunnen@sunnen.com.br
	 www.sunnen.com.br

Canada – Sunnen Products Company  
Phone	 844-356-0006
Email	 canadasales@sunnen.com
	 www.sunnen.com/canada

China – Shanghai Sunnen
Mechanical Co. Ltd.
Phone	 +86  21 5813 3990
Fax	 +86  21 5813 2299
Email	 shsunnen@sunnensh.com
	 www.sunnensh.com

Czech Republic – Sunnen s.r.o.
Phone	 +420  383 376 317
Fax	 +420  383 376 316
Email	 sunnen@sunnen.cz
	 www.sunnen.cz




